
Excellent audio processing circuitry features natural and smooth sound
High sensitivity and low output impedance guarantee unrivaled recording 
performance
Built-in windscreen minimizes plosives and wind noise
Supplied with 1.5V/AA battery, playtime is up to 15 days
Stylish ivory outlook 

个人录音、网络K歌等场合
Internet karaoke, PC recording, etc

 

--  把卡侬（XLR）插头插入麦克风，使上面的扣键与麦克风上槽口对准，
     然后将插头推入麦克风，直至扣键定位。
--  将网头和音头分别逆时针拧开，按音头上的电池极性标示将五号电池
     放入麦克风的电池仓，再分别将音头和网头顺时针拧紧。
--  将桌面三角架和麦克风夹子顺时针拧紧；麦克风夹子上有一个旋转柄，
    可以改变夹子的角度。
--  先将支架撑开固定于桌面，再将麦克风卡入支架中。

--  将麦克风线材另一端的插头接入电脑主机麦克风输入插口。

--  将管体上的开关推至“ON”处，进入待拾音状态。

--  为了在您演唱时能发挥较好的效果，请注意对准麦克风的拾音方向，
     避免偏离。
--  麦克风的拾音距离为20-30公分。
   

注意事项：
1.麦克风停止使用时应将开关推至“ ”，可以延长电池的使用时间。

2.使用麦克风时注意不要从高处落下或给予强烈冲击，以免产生冲击声，
   造成麦克风的损坏。
3.麦克风不使用时应存放在干燥清洁的地方，避免在温度过高的场所保

   管或使用,以免影响灵敏度和音色。

OFF

音频电路针对声音的自然、柔和及圆润而精心设计，高灵敏度输出，拾
取音源能力更强
低输出阻抗，能更有效的与声卡相匹配，实现理想录音效果
内置过滤海绵，能有效滤除风声、呼吸声等噪音
内部采用1.5V/AA电池供电方式，使用方便，使用时间长达15天
整体外观颜色采用亮白色，具有全新的视觉感受

产品特性(Features)：

适用场合(Application)：

单体(Transducer Principle)：背极式驻极体 Back Electret Condenser
指向性(Directivity Characteristic ):心型 Cardioid
灵敏度(Sensitivity): -38±3dB
频率响应(Frequency Response): 30Hz~20kHz
等效噪声级(Equivalent Noise Level ):≤22dB (IEC 581-5)
过载声压(Max. Input SPL ):125dB(at 1kHz 0dB THD≤1%)
输出阻抗(Output Impedance):350Ω±30%
负载阻抗(Load Impedance): ≥1000Ω
使用电压(Power Requirements): 1.5V AA 电池 1.5V AA battery
单体重量(Net Weight): 300g

技术参数(Specification):

使用说明(Operation):

频率响应(Frequency response graph):

注意事项(Caution):

使用说明书

生产基地:广东省惠州市博罗县龙溪镇富康一路2路  
电话: 400 6828 333         传真: 0752-6383950

邮箱：xs@takstar.com

邮编：516100

网址：www.takstar.com

                 

GUANGDONG TAKSTAR ELECTRONIC CO., LTD.
Address: Longxi Boluo Huizhou, Guangdong, China 516121No.2FuKang YiRd., 

Tel.: +86 752 6383644              Fax: +86 752 6383952

E-mail: sales@takstar.com

Website: www.takstar.com

20-30 cm

1. Insert the XLR connector into the microphone, and rotate the connector 
     to align the tab on the connector and the groove in the microphone, push
      the connector into the microphone until it clicks.
2. Open the headcase, put the AA battery into the battery compartment 
    according to the polarity, then screw down it.
3. Screw the tripod and microphone clamp clockwise, There is a rotating 
    handle on the microphone clamp which can change the angle of the clamp.
4. Open the tripod, and then put the microphone into the clamp.
5. Insert the microphone plug into the microphone input socket of the 
    computer.
6. Push the switch to “ON” position, microphone is on.
7. In order to get the best result when you are singing, please aim at the 
    pickup direction of the microphone.
8.  The best pickup distance between the microphone and the sound source
     is 20 to 30 cm.

1. When the microphone is not used, please put the switch position on 
    “OFF” to extend the playtime of the battery.
2. When using the microphone, do not drop it from high or apply strong 
    shock to it .
3. To maintain the sensitivity and quality of sound reproduction, avoid 
     exposing it to moisture and extreme temperatures. 
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